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SurgiView | Surgical Lenses 

SurgiView Direct Imaging Vitrectomy Lenses 
These advanced, ALL GLASS vitrectomy lenses are designed to fit a standard 
vitrectomy ring or lens handle. The first TRUE durable, autoclavable lens 
coating available for safe, repeated steam sterilization combines the attributes 
of our superior broadband AR coating to reduce reflection and glare. 

SurgiView Direct .5 
Wide-field direct imaging biconcave vitrectomy lens that delivers a wide 48° 
view of the posterior pole during surgery. 

SurgiView Direct .75 
Median-field direct imaging biconcave vitrectomy lens. 

SurgiView Direct 1.0 
High-magnification direct imaging plano vitrectomy lens. 

SurgiView 1.5
Ultra-high-magnification direct imaging vitrectomy lens. Large imaging plane, 
lens is oversized at the top - yet still fits in any standard vitrectomy ring or 
holding handle. Made of high-index glass for peak performance.

Steam Ster i l izable SurgiView 20D & 28D 
Until now, you’ve been promised “Autoclave-safe” lenses only to receive 
specialized cleaning instructions and uncoated “special glass” lenses that 
accumulate water deposits and cause excessive glare in the O.R. 

No More! Finally, you have a real  choice. 

ion VISion has developed an amazing coating — a decade in the making — 
which is a TRUE steam sterilizable coating. It doesn’t require complex care 
instructions and it really works. Try it today, you won’t be disappointed. 

Steam  
Ster i l izable! 

	 SurgiView .5 	 SurgiView .75 	 SurgiView 1.0	 SurgiView 1.5

Part Number	 P-IOV-047 	 P-IOV-048	 P-IOV-038	 P-IOV-040 
Viewing Range 	 48°	 28°	 36°	 36°
Image Mag.	 .5x	 .75x	 1.0x	 1.5x 
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What is an Anti-Reflective (AR) coating? 
The anti-reflective surface coating is one of the most important components of lens quality. 
Anti-reflective coating is an extremely thin, invisible multi-layer (5 or more) coating of metal 
oxide that is deposited on both surfaces of the lens. This multi-layer coating reduces the 
amount of light reflected from the lens surface allowing more light to reach the retina and 
thus improving image transmission. 

Why do you need AR coatings? 
Between 4-16% of light is reflected back or lost by a non-coated lens. By adding an AR 
coating, the overall transmission of the lens can be increased by up to 15%! 

Why does the ion VISion AR coating have a colored hue? 
As we move through the visible spectrum of violet, blue, 
green, yellow, orange and red, the wavelengths (400 - 
700 nm) become longer. AR coatings work at different 
degrees across the color spectrum based on their design. 
Hence the anti-reflectance effect is not the same for all 
colors, which results in a slight color shift to the lens. This 
color shift can be controlled in order to maximize image 
transmission as well as offer a pleasing cosmetic hue. 

Our exclusive coating was designed to be effective in the 
visible wavelength range while optimized for the all laser 
treatment spectrums. 

As a result, the ion VISion Broadband AR Coating was created assuring nearly full 
transmission of the laser application. 

Accessories

Mult i  Lens Cases
ION VISION now offers multi-lens cases in a 3"x4" size to hold either 3 or 4 
of your ION VISION lenses.

3 Lens Cases:
P-IOV-CS01: Lens 1: EZVIEW 15D or 20D or 22D, Lens 2: EZVIEW 95 or 60D 
or 78D, Lens 3: EZVIEW 90D

P-IOV-CS02: Lens 1: EZVIEW 15D or 20D or 22D, Lens 2: EZVIEW 95 or 60D 
or 78D, Lens 3: EZVIEW 115

4 Lens Cases:
P-IOV-CS03: Lens 1: EZVIEW 15D or 20D or 22D, Lens 2: EZVIEW 90D,  
Lens 3: DIRECTVIEW 3 MIRROR & NF or 4 MIRROR & NF or 

CAPSULOTOMY or IRIDOTOMY, Lens 4: EZVIEW 95 or 60D or 78D

P-IOV-CS04: Lens 1: EZVIEW 15D or 20D or 22D, Lens 2: EZVIEW 115, Lens 3: DIRECTVIEW 3 MIRROR &  
NF or 4 MIRROR & NF or CAPSULOTOMY or IRIDOTOMY, Lens 4: EZVIEW 95 or 60D or 78D
NOTE: We cannot guarantee size of other company's lenses fitting in these holes, but it is foam and pliable.
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Cleaning Instructions
1.	 As all ion VISion, Inc. lens components are 

completely glass, it is possible to clean the 
contact element’s concave surface or coated 
imaging lens with alcohol, peroxide, or acetone. 
If these cleaning solutions are unavailable or 
further cleaning is desired, then proceed with 
these additional cleaning steps. 

2.	 Immediately upon removal from patient’s eye or 
use, thoroughly rinse the entire lens in cool or 
tepid water. 

3.	 Place a few drops of mild cleaning solution, 
such as diluted liquid dish soap, or similar on 
a clean moistened 100% cotton cloth, ball, or 
swab depending on the cleaning area. 

4.	 Gently clean the entire lens, insuring the 
contact concave surface and/or convex surfaces 
have been thoroughly cleaned to remove any 
debris, dirt, film, fingerprints or residue. Do 
not apply excessive pressure as this may cause 
scratching of the glass lens and/or coating. 

5.	 Rinse entire lens thoroughly in cool or tepid 
water. 

6.	 Dry the lens by using a clean 100% cotton 
cloth, ball, or swab or non-linting cotton tissue 
insuring to remove all water droplets from the 
imaging surfaces. 

7.	 Proceed with disinfecting or sterilization 
instructions as required. 

Disinfecting Instructions
1. 	 Two methods of disinfection are recommended. 

To avoid lens damage, do not exceed 
recommended exposure time: 
•	 Glutaraldehyde: 2% or 3.4% aqueous 

solution. Temperature per manufacturer’s 
instructions. Recommended exposure time 
20-25 minutes. 

•	 Sodium hypochlorite / Bleach: 10% solution 
mixed at 1 part bleach to 9 parts water 
Recommended exposure time 10-12 minutes. 

2.	 Immerse the lens entirely in the chosen 
solution for the recommended exposure time. 
Either place lens on its side or insure all air 
bubbles are removed from under the lens for 
complete exposure. 

3.	 Remove lens from the solution after 
recommended exposure time and rinse lens 
thoroughly with cool or tepid water to remove 
all disinfection solution with at least 3 rinse 
cycles of 1 minute duration. 

4.	 Dry the lens by using a clean 100% cotton 
cloth, ball, or swab or non-linting cotton tissue 
insuring to remove all water droplets from the 
imaging surfaces. 

5.	 Store in a dry storage case. 

Ethylene Oxide Sterilization Instructions
Minimum Time: 60 minutes Temperature: 130°F 
(54°C), do not exceed 150°F Aeration Time: 12 hours 

Steam Sterilization Instructions 
SurgiView Lenses ONLY 
Follow the standard hospital vacuum steam 
sterilization procedures for instruments or use 
these as guidelines. 

Prep: Place SurgiView lenses in a protective 
sterilization case. 
Process: Standard Cycle (wrapped) 

Temperature: 270°F (134°C)  
Time: 15 minutes minimum or

Temperature: 250°F (121°C)  
Time: 30 minutes minimum 

CAUTION: Do not boil lenses. Do not 
autoclave (vacuum steam sterilize) lenses except 
for SurgiView lenses. Do not disassemble lenses for 
any reason. Insure contact surface is chip/scratch 
free and do not use a lens that has a chip or 
scratch on contact surface. Insure all lens surfaces 
are clean prior to diagnosis and do not treat / use 
a laser through a non-clean surface. 
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Ordering Information 
To place an order or to locate an authorized distributor, contact ion VISion at (760) 814-7099, sales@ion-vision.com or  
visit us online at www.ion-vision.com. 

Warranty 
ion VISion, Inc. (“IVI”) takes tremendous pride in designing, developing, manufacturing, distributing, and supporting high 
quality ophthalmoscopic lenses (the “Product”). If for any reason a Product does not meet or exceed your expectations, 
you may return it to IVI within 30 days of purchase for a full refund of the purchase price, less shipping. IVI warrants all 
of its products against defects in materials and workmanship for 1 year from the invoice date. Warranty service will not be 
provided without receipt or proof of purchase from IVI or an authorized distributor of IVI. Warranty repairs will include 
all labor, adjustments and replacement parts. The Warranty does not cover shipping damage from the returning party 
and it is the returning party’s responsibility to properly package, insure, and track the product throughout the return 
shipping process. The Warranty does not cover any damages to the product caused in whole or in part by the customer’s 
failure to follow the recommended cleaning, disinfection and sterilization instructions and/or precautions contained in 
the Instruction For Use, which shall be determined solely by IVI. The Warranty also does not cover service required 
because of disassembly, unauthorized modifications or service, misuse, abuse, droppage, etc. unrelated to the design 
and manufacturing processes of IVI, as determined solely by IVI. 

Except for the above express warranty, no other warranties, express or implied (including merchantability or fitness for 
any particular purpose), are made or applicable to this agreement. IVI will not be liable to purchaser or any third party 
for consequential, incidental or special damages arising directly or indirectly from the manufacture, sale or use of ivi’s 
products, including ophthalmoscopic lenses, and in no event will ivi’s liability under this agreement exceed the amount 
of the purchase price received by ion vision for the product. 

Product Return Policy 
All returned Products must be accompanied by a Return Authorization Number to qualify for a refund. Please contact 
IVI’s Customer Service Department prior to returning the Product to obtain a Return Authorization Number. Customers 
shall be responsible for returning Products for warranty service or returned goods to ion VISion, Inc., 105 Old Legacy Lane  
Chapel Hill, NC 27516 USA. IVI recommends that all shipments to IVI be made via UPS, prepaid and insured for full 
value. Products damaged during return shipping do not qualify for a refund or the warranty. Please clean and disinfect 
all Products prior to returning them to IVI. 

If you have questions regarding or   
ion VISion, Inc.’s Policy Statements,  
please contact ion VISion, Inc. 

Telephone:	 1.760.814.7099 

Fax:	 1.760.494.4454 

Email:	 sales@ion-vision.com 

Website:	 www.ion-vision.com 
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